Abstract: Stormwaters, flowing into storm sewers, are known to significantly increase the annual pollutant loads entering urban receiving waters and this results in significant degradation of the receiving water quality. Knowledge of the characteristics of stormwater pollution enables urban planners to incorporate the most appropriate stormwater management strategies to mitigate the effects of stormwater pollution on downstream receiving waters. This requires detailed information on stormwater quality, such as pollutant types, sediment particle size distributions, and how soluble pollutants and heavy metals attach themselves to sediment particles. This study monitored stormwater pollution levels at over 150 locations throughout the Netherlands. The monitoring has been ongoing for nearly 15 years and a total of 7,652 individual events have been monitored to date. This makes the database the largest stormwater quality database in Europe. The study compared the results to those presented in contemporary international stormwater quality research literature. The study found that the pollution levels at many of the Dutch test sites did not meet the requirements of the European Water Framework Directive (WFD) and
Introduction
Storm sewers are known to contribute significantly to annual pollutant loads to the receiving waters and to cause degradation of urban receiving waters [1] . The European Water Framework Directive (WFD) demands enhanced protection of the aquatic environment. As a consequence, the WFD requires municipalities to address the emissions from drainage systems adequately and to take action when these emissions affect the quality of receiving waters.
Sustainable urban drainage systems, based on settling, are often implemented in urban areas. such as sedimentation basins ( Figure 1a ).lamellar settlers (Figure 1b) .or ponds. The implementation of these Sustainable Urban Dranage Systems (SUDS) is widely accepted in the Netherlands and other countries without a prior check on the obtainable removal efficiencies. For a good indication of the removal efficiency of these systems knowledge of the quality and characteristics of stormwater is essential. The efficiency of these SUDS highly depends on the dimensions of the facility and on its implementation in the field [2] . For the determination of the removal efficiency of SUDS information about stormwater quality and characteristics is essential. Acquiring the following information is strongly advised:  stormwater quality levels (which determines the need for stormwater treatment techniques based on the removal of solids);  behavior of pollutants (which pollutants are bound to which particles sizes and which are dissolved)  particle size distribution (gives an indication on what particles are likely to be removed by sedimentation)
This paper discusses the use of treatment techniques based on stormwater characteristics, which are derived from the Dutch national stormwater quality database, combined with international literature data.
Materials and Methods
The monitoring data in the Dutch database were collected over a fifteen-year period.
(the earliest measurement in the database is from 1999) from more than 60 municipalities and over 150 locations throughout the country. The total number of individual events included in the database now is 7,652. The national database of all collected stormwater monitoring data provides a scientific analysis of the data, and provide information and recommendations for improving the quality monitoring. Each data set has gone through a quality assurance/quality control review based on reasonableness of data, extreme values, relationships among parameters, sampling methods and a review of the analytical methods [3] .
Most data on the characterization of stormwater quality of contaminants (particle size distribution, bound to suspended solids. etc.) was found by sampling stormwater during stormwater events. Most of the samples were grab samples and were analyzed in certified laboratories according to standard methods and standard quality control/assurance procedures (see Table 1 ). Only data from well-described stormwater research have been used for the database. In addition. the following information was entered: aim of the research, site descriptions (state, municipality, land use components), and sampling information (date, season, sampling method, sample type) with links to the original research reports and articles. The database has its focus on urban areas, divided into residential areas (roofs and roads) and commercial areas; industrial areas were not represented. Different water quality parameters were characterized through the calculation of minimum, maximum, mean, median, and 90th percentile values. Distribution between dissolved and particle-bound pollution loads were determined by comparing the total concentration in samples with the filtered sample (0.45 µm).
Particle size distribution was determined by a particle counter (HRLD-400HC). The particle counter measured the absolute amount of particles for every particle size (quantified intervals of 0.77 µm) between 0 and 1,000 µm.
Results

Stormwater Quality
The recorded concentrations of the pollutants from the database have been compared to Dutch quality standards maximum acceptable concentration (MAC) for receiving waters [4] . These contaminant concentration levels are summarized in Table 2 .
The stormwater quality measurements exceeded the MAC for nutrients (TKN and TP) and for copper and zinc. In addition, the microbiological parameters showed that stormwater by far exceeds the standards of 200 E. coli/100 mL for swimming water [5] . Table 2 . Concentrations of pollutants in stormwater runoff from Dutch residential areas roofs and roads. Table 2 shows the required removal efficiency (-required R‖) to achieve the quality standard. To achieve the MAC for copper and zinc, the stormwater treatment facilities must have a removal efficiency of 80.5% and 60.7%.respectively. For phosphate the removal efficiency needs to be in the order of 65%.
The quality and characteristics of stormwater can strongly differ per country, location and even between and during stormwater events [6] . A comparison with international data from USA, Australia, and Europe is given in Table 3 . The data from the Dutch database shows that the stormwater monitored in the Netherlands is relatively low in suspended solids. BOD and COD and heavy metals show low concentrations compared to international data, whereas the nutrient concentrations are within the international range.
Fraction of Pollutants Attached to Particles
Treatability of stormwater runoff by sedimentation depends on the degree to which pollutants are bound to particles. Therefore, the distribution between dissolved and particle-bound pollution loads has been determined. Up to 90 measurements were taken from stormwater sewers at 25 different locations in the Netherlands. Distribution between dissolved and particle-bound pollution load was determined by comparing the total concentration in samples with the filtered sample (0.45 µm). Figure 2 shows the average values of pollutants bound to suspended solids in stormwater from roofs and roads in residential areas (yellow bars on chart). The plus and minus gives the range of the data values which indicates a large variability in the ability of pollutants to bind to suspended solids. The red dot gives the typical average value found throughout the world, which was taken from comparable international studies [12] . From Figure 2 , the pollutant behavior can be derived. Nutrients are less bound to particles than heavy metals and PAHs and therefore harder to retain than other contaminants. Within a certain pollutant group, such as metals, the individual pollutants have their own specific behavior.
The average Dutch research results are similar to the average from international data [13, 14] . By using settlement facilities Figure 2 will give an indication of the maximum removal efficiency rate that can be achieved. To get a detailed insight of the removal efficiency, knowledge of particle size distribution of suspended sediment in stormwater is needed to find out which particles can be captured by settlement facilities.
As heavy metals are bound in the order of 65% (lead up to 90%) a higher removal rate with settlement basins should not be expected and is rarely determined in the field (see Table 4 ). If 80% removal rate is needed to achieve MAC for copper, which is bound on average at 65% to suspended solids, then it is it is unlikely that this quality standard will be achieved with sedimentation basins.
Particle Size Distribution
To get detailed information on the achievements of sustainable urban drainage systems an examination of particle size distribution is needed. Measurements at 25 locations were taken in stormwater sewers and the particle size distribution was determined. The results are given in Figure 3 .
The particle size distribution varies with each different stormwater sewer location. Half of the mass consists of particles smaller than 90 µm. Compared to other international research it seems that Dutch stormwater is within the range of international data [12] (Figure 4) . 
Stormwater Characteristics and Conclusions on Removal Efficiency
The stormwater quality data showed that to achieve the MAC for copper and zinc the stormwater treatment facilities must have a removal efficiency of 80.5% and 60.7%.for nutrients in the order of 65%. The characterization of stormwater quality of these contaminants (particle size distribution, bound to suspended solids, etc.) showed that it is not likely to achieve this. Achieved removal efficiencies in the field are shown in Table 4 .
In the overview of the -BMPs orders of preference for the removal of identified pollutants‖ [17] settlement tanks were ranked the lowest for removal of heavy metals. 
Discussion
Detailed data on the amount or percentage of contaminants bound to a specific particle size fraction and under different conditions are rare. Most contaminants are bound to smaller fractions of particles [18, 19] .
From the research it can be concluded the distribution can differs substantially per location, which is expected since the particle size distribution and (un)bound fractions show a large variation too. Most of the research focussed on heavy metals. In characterization of solid and metal element distributions in urban highway stormwater more than 50% of copper, zinc, and lead are bound to particles smaller than 75 µm [20] . Since the removal efficiency of suspended solids is in the order of >60% for zinc in order to achieve the MAC quality standard, a high amount of particles <70 µm need to be removed.
Conclusions
From the acquired data on stormwater quality and characteristics it is concluded that to achieve the WFD and Dutch quality standards for copper and zinc the stormwater treatment facilities must have removal efficiency of 80% and 60% respectively, and for nutrients in the order of 65%.
These removal efficiencies are unlikely to be achieved by settlement basins if we study the distribution between dissolved and particle-bound pollution loads of these pollutants. As heavy metals are bound in the order of 65% (lead up to 90%) a higher removal rate with settlement basins should not be expected and is rarely observed in the field. If 80% removal rate is needed to achieve MAC for copper, which is bound on average at 65% to suspended solids, then it is it is unlikely that this quality standard will be achieved with sedimentation basins. USA (Sansalone 1998) average Holland
Comparing Dutch stormwater characteristics to international data the average percentage of pollutants bound to suspended solids are comparable. Data on particle size distribution are less coherent. The particle size distribution demonstrated that about 50% of the mass of stormwater measurements (average of 25 locations) consists of particles smaller than 90 um. As the fine fraction is responsible for most of the pollution load, it is important to know whether SUDS are capable of removing the finer solids. With the insight of particle distribution further research can focus on the ability of different products of capturing these fine particles.
To conclude: regarding the characteristics of stormwater quality and required removal efficiency for achieving MAC demands SUDS based on settling as the primarily treatment process, will not be able to achieve the required removal efficiencies. An additional stormwater treatment step with filtration or adsorption will be necessary in order to comply with the MAC and or WFD.
